
SMARTLIGHT, SHV700

SMARTLIGHT, SHV700
SMARLIGHT SHV is a flexible LED 230V allowing a length of 100m thanks to
regulators guaranteeing temperature and current control. Its technology
allows it a high efficiency of 100lm / W, it is perfect for indirect lighting
installations.



SMARTLIGHT, SHV700

SPECIFICATIONS
VOLTAGE   230 V AC
POWER   12 W/M
LED QUANTITY PER METER   70 LEDS / M
LED TYPE   SMD 2835
REGULATOR   EMBEDDEB
CUTTING   200 MM
IP RATE   IP66

PHYSICAL CHARACTERISTICS
WIDTH   16 MM
THICKNESS   8 MM
LENGTH   100 M

CERTIFICATION & GUARANTEE
  3 YEARS UNDER NORMAL CONDITIONS OF USE



CHVPROFILE - PRO322

CHVPROFILE - PRO322
Profilé en aluminium extrudé spécialement conçu pour la gamme haute
tension CHV.



CHVPROFILE - PRO322

CARACTÉRISTIQUES
MATÉRIAU   ALUMINIUM ANODISÉ
LARGEUR   16,4 MM
LARGEUR INTERNE   16,4 MM
HAUTEUR   13,3 MM / 21,5 MM AVEC DIFFUSEUR
LONGUEUR   2,50 M
FINITIONS   ANODISÉE ALUMINIUM



CHVPROFILE - PRO323

CHVPROFILE - PRO323
Profilé en aluminium extrudé spécialement conçu pour la gamme haute
tension CHV, diffuseur à focalisation.



CHVPROFILE - PRO323

CARACTÉRISTIQUES
  ALUMINIUM ANODISÉ
  19,6 MM
  17 MM
  11,5 MM / 16,2 MM AVEC DIFFUSEUR
  2,50 M
  ANODISÉE ALUMINIUM


