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ELECTRICAL FEATURES
Constant current 700mA

Voltage 3V

Power 2W

control 1-10V, DALI, DMX….

Class III

PHYSICAL FEATURES
Length 30mm

Diameter 18mm

Finish Black, white, brushed brass, nickel-plated brass 

PHOTOMETRIC FEATURES
CRI / TM30 >92

SDCM 2

K / output lumens

2700K / 200lm

3000K / 210lm

3500K / 215lm

4000K / 220lm

OPTICAL FEATURES
Material Optical PMMA

Angles 35°, 50° on request

Beam Direction H : 100° /  V : +/- 300°

CERTIFICATION & GUARANTEE
5 years under normal conditions of use

CE & ETL

IP20

TINYSPOT Scéno is a range of three miniature projectors, designed and 
manufactured in France. Sceno is a real novelty in precision lighting 
intended for the most demanding applications in museography 
and fine jewelry. Their reduced size combined with a high lumens 
output, CRI96-98, as well as a quartz/glass optical group, make 
them the ideal partners for the most demanding lighting designers. 
Scéno has been designed to be installed on mast or on a peg. Their 
different characteristics of angles and power combine general 
lighting and accentuation for optimal enhancement.

GAMMA is a miniature projector delivering 210 lumens, intended for 
general lighting thanks to an angle of 35° or 50°.
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Gamma
Black finish
SLD832 2700K

SLD833 3000K

SLD834 3500K

SLD835 4000K

White finish
SLD842 2700K

SLD843 3000K

SLD844 3500K

SLD845 4000K

Nickel-plated brass finish
SLD822 2700K

SLD823 3000K

SLD824 3500K

SLD825 4000K

Brusched brass finish
SLD852 2700K

SLD853 3000K

SLD854 3500K

SLD855 4000K

Mast with 2 Gamma and 2 Epsilon
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Mast
The masts are made to measure in France, the center distances of 
the different spots are free, each spot can be controlled individually 
or by group.	

Diameter 4mm

Height To measure from 50 to 500mm

Beam Direction H : 100° /  V : +/- 300°

Mast rotation 360°

Mounting Integrated or surface

Finish Black, white, brushed brass, nickel-plated brass 

MAST WITH A PROJECTOR SUPPORT AND MOUNTING BASE
SMD633 Mast 300mm, black  

SMD635 Mast 500mm, black  

SMD643 Mast 300mm, white 

SMD645 Mast 500mm, white 

SMD623 Mast 300mm,  nickel-plated brass 

SMD625 Mast 500mm,  nickel-plated brass 

SMD653 Mast 300mm, brushed brass

SMD655 Mast 500mm, brushed brass

COVER FOR SURFACE MOUNTING BASE
BMT631  Cover black 

BMT641 Cover white 

BMT621 Cover  nickel-plated brass 

BMT651 Cover brushed brass

Mast with 2 Gamma and 2 Epsilon
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SURFACE MOUNTING BASE MAST < 200 MM
BMT600  Double ring mounting plate

COVER FOR SURFACE MOUNTING BASE

BMT631  Cover black 

BMT641 Cover white 

BMT621 Cover  nickel-plated brass 

BMT651 Cover brushed brass

THROUGH SUPPORT, MAST >200 MM
BME631 Through support black 

BME641 Through support white 

BME621 Through support   nickel-plated brass 

BME651 Through support brushed brass

Surface mounting base

Peg for Epsilon, Delta or Gamma spotlight directly to a surface, either 
with an M3 thread or with a ø 20mm hook plate / Length : 16mm / M3 
screw thread. 

PEG
SPV631 Peg black 

SPV641 Peg white 

SPV621 Peg nickel-plated brass 

SPV651 Peg brushed brass

MOUNTING PLATE
PTB631 Mounting plate black 

PTB641 Mounting plate white 

PTB621 Mounting plate nickel-plated brass 

PTB651 Mounting plate brushed brass

Epsilon on peg

Peg and 
mouting plate

Peg 

Support

Through Support

Surface mounting base for mast not exceeding 200 mm or 
embedded mounting for mast exceeding 200 mm height. 
Both systems allow 360° horizontal orientation.


