Tiny Arche

optfoelectronic

TINY-ARCHE Scéno, designed and manufactured in France, is a real
novelty in showcase lighting intended for the most demanding
applications in museography and fine jewelry / watchmaking.
Designed by the LED-NER laboratory, four international patents
protect this product with exceptional features: diameter of 5mm,
3400Im per meter, CRI 96/98, TM30>90, perfectly homogeneous angle
of 120°.

TINY-ARCHE offers extremely small dimensions, as well as multiple
configurations: mast diameter of 4 mm and linear source of 6 mm.
Made to measure, the maximum height is 500 mm, the maximum
length 1040 mm, it is configurable in 1, 2, 3 or 4 linear to adapt to all
projects, because each project is unique.

In addition to its high lighting qualities, the masts of the arch can
receive Epsilon spotlights with 2°, 5° or 15° optics to accentuate and Tiny Arche
highlight objects precisely.

TINY-ARCHE is available in black, white, nickel or brushed brass finish.

ELECTRICAL FEATURES
Voltage 24VDC
Power 3wW/100 mm
Regulator -
Control 1-10V, DALI, DMX....
Class 11l &
PHYSICAL FEATURES ‘
Mast diameter 4mm Tiny Arche with Sceno Epsilon
Led light diameter 6mm
Available lengths To measure from 140 mm to 1040 mm
Height To measure from 50 to 500mm @4mm
Installation Surface or integrated into the support
Finish Black, white, nickel-plated brass, brushed
brass.
PHOTOMETRIC FEATURES 120°
CRI / TM30 96/98 [ R9>90
SDCM 2
Angle 120° 36,3 mim
2700K/ 3220Im
3000K / 3400Im L >
K / output 3500K / 3780Im 1015 mm - MAX

lumens - meter 4000K / 4000Im
5000K [ 4100Im
6000K [/ 4200Im

CERTIFICATION & GARANTEE

OPTIONS o

5 years under normal conditions of use
Projecteur Epsilon avec optiques 2°, 5°,15° CE & ETL
Micro cadreur Epsilon IP20
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Tiny Arche

optfoelectronic

Mast

The masts are made to measure in France, the center distances of
the different spots are free, each spot can be controlled individually
or by group.

Diameter 4mm

Height To measure from 50 to 500mm

Beam Direction H:100°/ V:+/- 300°

Mast rotation 360°

Mounting Integrated or surface

Finish Black, white, brushed brass, nickel-plated brass

MAST WITH A PROJECTOR SUPPORT AND MOUNTING BASE

SMD633 Mast 300mm, black
SMD635 Mast 500mm, black
SMD643 Mast 300mm, white b 3
SMD645 Mast 500mm, white
SMD623 Mast 300mm, nickel-plated brass
SMD625 Mast 500mm, nickel-plated brass
SMD653 Mast 300mm, brushed brass
SMD655 Mast 500mm, brushed brass
(]
Tiny Arche (black) ‘
Support

Surface mounting base for mast not exceeding 200 mm or
embedded mounting for mast exceeding 200 mm height.

@3 6 mm

Both systems allow 360° horizontal orientation. 561

SURFACE MOUNTING BASE MAST < 200 MM @©©

BMT600 Double ring mounting plate @ @

COVER FOR SURFACE MOUNTING BASE @25

BMT631 Cover black Surface mounting base

BMT641 Cover white

BMT621 Cover nickel-plated brass 1omm

BMTG51 Cover brushed brass

THROUGH SUPPORT, MAST >200 MM

£ 4
BMEB31 Through support black 9&) ‘7’”’///4,% ;
BMEG41 Through support white ”(((”” .
BMEG21 Through support nickel-plated brass I
BMEGS5] Through support brushed brass Through Support
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