
LED-NER  15 avenue Gay Lussac, 13470 Carnoux-en-Provence, France  - T : +33 442 70 02 07 - E : contact@led-ner.com 1

TUBULARPROFILE

TUBULARPROFILE is specially designed for high power ribbons. Its 
integration is easy thanks to its different finishes and adjustable 
fasteners.   

SPECIFICATIONS
Material Anodized aluminum

Diameter 16.2mm

internal width 12mm

Length 2.50m

FINISH
Anodized aluminum

Anodized black

Laquered white

Anodized gold

Anodized dark brown

COMPATIBLE LEDS
FORCELIGHT ONELINE NEO 2

FORCELIGHT ONELINE NEO 2 TW

SMARTLIGHT HIRC

SMARTLIGHT VHC

SMARTLIGHT VHE

SMARLIGHT RGB

PASTELIGHT

DESIGNATION

PROFILE
PRO421 TUBULARPROFILE aluminum

PRO431 TUBULARPROFILE black

PRO441 TUBULARPROFILE white

PRO451 TUBULARPROFILE gold

PRO561 TUBULARPROFILE brown

DIFFUSERS
CAP412 Lexan diffuser certified UL94-V0 opalizing

DIF401 Micro lenticular linear diffuser

DIF111 Holographic linear diffuser, frost filter 60° X 60°, 
width 17mm

DIF112 Holographic linear diffuser, frost filter 60° X 60°, 
width 22mm Diffuser lexan
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END CAPS
ACC425 End cap with cable hole

ACC435 End cap without cable hole

ACC426 Fixe bracket with cable hole

ACC436 Fixe bracket without cable hole

MOUNTING BRACKET
ACC411 Fixed bracket, with cable hole, supplied with 4 

screws

ACC412 Adjustable bracket, with cable hole, supplied 
with 4 screws

ACC404 Clip lyre steel spring, black

ACC414 Clip lyre steel spring, white

ACC402 Clip lyre steel spring, shiny zinc-plated

ACC403 Fixed bracket
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